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D.1 Community Profile  

Figure D.1 displays a map and the location of the Town of Loomis within Placer County.  

Figure D.1. The Town  of Loomis  
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D.1.1 Geography and Climate  

Loomis is a small, semi-rural community located in rapidly urbanizing western Placer County in 

Californiaôs Central Valley. The Town is located approximately 25 miles northeast of the Town 

of Sacramento, along Interstate 80.  Loomis is in the western portion of the Loomis Basin, an 80-

square mile area of the Placer County foothills. The town ranges in elevation from approximately 

399 to 625 feet above msl and covers an area of about 7.3 square miles.  Stream drainages in the 

area include Antelope Creek and Secret Ravine. 

Interstate 80, traversing northeast through the center of Town, divides Loomis into two distinct 

areas.  The area north of I-80 contains all the communityôs existing retail, office and industrial 

development, as well as higher density residential development, bounded by larger semi-rural 

residential lots.  The area south of I-80 is almost exclusively rural and residential in character. 

Loomisô average temperatures range from the mid 80°F to mid 90°F during the summer to the 

mid 30°F  to high 40°F  during the winter.  Loomis receives an average of 36.51 inches of rain 

annually and only an occasional dusting of snow in the winter.  

D.1.2 History  

As early as 1825, trappers and hunters following the American River came into the Loomis 

basin.  Like the beginnings of many cities in Placer County, Loomis began as a mining town, but 

soon became a booming center of the fruit-growing industry, supporting many packinghouses.  

During the 1850s miners worked along Secret Ravine and farmers and ranchers began to move 

into the Loomis area.  The town was established in 1850, but not incorporated until 1984.  The 

Central Pacific Railroad was constructed through Loomis in 1864.  By 1872 the transcontinental 

link was completed and helped to expand the market for fruits, which were being produced on a 

commercial scale.  For several years, fruit from the Loomis area was world renowned for its 

quality.  Eventually disease destroyed many orchards established in the late 1800s and fruit 

production declined significantly.  Today it is a very small part of the townôs economy.   

D.1.3 Economy  

Loomis has a small employment base, with the largest employers in the office and retail sectors.  

According to Loomisôs Housing Element, in 1999, Loomis had 2,188 jobs and projected job 

growth to reach 2,741 by 2005.  Additional employment sectors include medical, educational, 

manufacturing and other. 

Loomis is a community with median incomes higher than both the countywide and statewide 

averages. Also following this trend, the per capita income in Loomis was well above the national 

average. 
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D.1.4 Population  

In 2000, the total population for Loomis was 6,427, a 10 percent increase since 1990.    

D.2 Hazard Identification and Summary  

Loomisô planning team identified the hazards that affect the Town and summarized their 

frequency of occurrence, spatial extent, potential magnitude, and significance specific to Loomis 

(see Table D.1). In the context of the planôs planning area, there are no hazards that are unique to 

Loomis. 
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Table D.1. Town of Loomis ðHazard Summaries  

Hazard 
Frequency of 
Occurrence Spatial Extent 

Potential 
Magnitude Significance 

Agricultural  Unlikely Limited Negligible Low 

Avalanche Unlikely Limited Negligible Low 

Dam Failure  Unlikely Limited Negligible Low 

Drought Unlikely Limited Negligible Low 

Earthquake Occasional Limited Negligible Low 

Flood (100-year) Unlikely Limited Critical Medium 

Flood (stormwater) Likely Limited Limited Low 

Human Health Hazards     

        Endemic/Pandemic     

        West Nile Virus Occasional Limited Negligible Low 

Landslide Unlikely Limited Negligible Low 

Seiches Unlikely Limited Limited Low 

Severe Weather:     

Extreme Cold/Freeze Occasional Limited Negligible Low 

Extreme Heat Occasional Limited Negligible Low 

Fog Unlikely Limited Negligible Low 

Snow Likely Limited Limited Low 

Tornado Unlikely Limited Negligible Low 

Heavy Rain/ 
Thunderstorm/Hail/ 
Lightning/Wind 

Likely Limited Limited Low 

Soil Hazards:     

Erosion Likely Limited Negligible Low 

Expansive Soils Unlikely Limited Negligible Low 

Volcano Unlikely Limited Negligible Low 

Wildfire Unlikely Limited Negligible Low 

Guidelines for Hazard Rankings 

Frequency of Occurrence: 

Highly LikelyðNear 100 percent probability in next year 

LikelyðBetween 10 and 100 percent probability in next year or at least 

one chance in ten years 

OccasionalðBetween 1 and 10 percent probability in next year or at least 

one chance in next 100 years 

UnlikelyðLess than 1 percent probability in next 100 years 

 

Spatial Extent: 

LimitedðLess than 10 percent of planning area 

Significantð10-50 percent of planning area 

Extensiveð50-100 percent of planning area 

 
Potential Magnitude: 

CatastrophicðMore than 50 percent of 

area affected 

Criticalð25 to 50 percent 

Limitedð10 to 25 percent 

NegligibleðLess than 10 percent 

 

 

Significance (subjective): 

Low, Medium, High 

 

Source:  Town of Loomis 
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D.3 Vuln erability Assessment  

The intent of this section is to assess Loomisô vulnerability separate from that of the planning 

area as a whole, which has already been assessed in Section 4.3 Vulnerability Assessment in the 

main plan. This vulnerability assessment analyzes the population, property, and other assets at 

risk to hazards ranked of medium or high significance that may vary from other parts of the 

planning area. In addition, although ranked as low significance by the community, the wildfire 

hazard is also included in the below analysis. For more information about how hazards affect the 

County as a whole, see Chapter 4 Risk Assessment in the main plan. 

D.3.1 Assets at Risk  

This section identifies Loomisô assets at risk, including values at risk, critical facilities and 

infrastructure, historic assets, economic assets, and growth and development trends. 

Values at Risk 

The following data from the Placer County Assessorôs Office is based on the certified roll values 

for 2007. This data should only be used as a guideline to overall values in the Town as the 

information has some limitations. The most significant limitation is created by Proposition 13. 

Instead of adjusting property values annually, the values are not adjusted or assessed at fair 

market value until a property transfer occurs. As a result, overall value information is likely low 

and does not reflect current market value of properties. It is also important to note that in the 

event of a disaster, it is generally the value of the infrastructure or improvements to the land that 

is of concern or at risk. Generally, the land itself is not a loss. Table D.2 shows the 2007 roll 

values (e.g., the values at risk) broken down by property type for Loomis. 

Table D.2. 2007 Roll Values for the Town  of  Loomis by Pro perty Type  

Property Type Units Net Value 

Residential 2,577 $656,502,088 

Commercial 186 $88,635,803 

Industrial 118 $58,908,291 

Agricultural 41 $8,672,485 

Total Value 2,922 $812,718,667 

Source: 2007 Certified Roll Values, Placer County Assessorôs Office 

Assets directly owned and controlled by the Town of Loomis include a range of properties and 

equipment from each department.  These may include town-owned property, critical facilities 

and infrastructure, cultural and natural resources and others.  An inventory of key town assets is 

provided in Table D.3.  Total value of these assets exceeds $19 million. 
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Table D.3. Asset Inventory - Town of Loomis  

Name of Asset Type Replacement Value 

Occupancy/ 

Capacity 

PC Sub station Essential Facility 500,000 30/100 

Loomis Fire Essential Facility 5,000,000 15/40 

Town Hall  High Potential Loss 2,000,000 9/50 

Corp Yard High Potential Loss 2,000,000 4/30 

Del Oro High School High Potential Loss 10,000,000 1600 

Source: Town of Loomis 

Critical Facilities and Infrastructure 

For purposes of this plan, a critical facility is defined as: ñThose services and facilities necessary 

during a major emergency.ò  This definition was refined by separating out three categories of 

critical facilities as further described in Section 4.3.1 of the base plan.  An inventory of critical 

facilities in the Town of Loomis from Placer County GIS is provided in Tables D.4 and D.5 and 

illustrated in Figure D.2.  Due to the volume of data, communication infrastructure points and 

hydrants are not mapped and are only included in the TableD.4. 

Table D.4. Town of Loomis  Critical Facilities : Summary Table  

Facility Type Count 

CHP Stations 1 

Communication Infrastructure 4 

Fire Stations 1 

Hydrants 614 

Police Stations 1 

Public Utilities 3 

Schools 3 

Total 627 

Source:  Placer County GIS 

Table D.5. Town  of Loomis ô Critical Facilities : Detailed Table  

Type Class Name Address 

CHP Stations Class 2 South Placer Substation 6140 Horsehoe Bar Drive, Suite D 

Fire Stations Class 2 Loomis Fire Protection 5840 Horseshoe Bar Rd 

Police Stations Class 2 South Placer Substation 6140 Horsehoe Bar Drive, Suite D 

Public Utilities Class 3 South Placer Municipal Utility 
District 

3671 Taylor Rd 

Public Utilities Class 3 Laird Pump Station no data 

Public Utilities Class 3 Rocklin Rd 1,000,000 Gallon 
Tank 

no data 
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Type Class Name Address 

CHP Stations Class 2 South Placer Substation 6140 Horsehoe Bar Drive, Suite D 

Schools Class 3 Del Oro High School 3301 Taylor Rd. 

Schools Class 3 H. Clarke Powers Elementary 
School 

3296 Humphrey Rd. 

Schools Class 3 Loomis Elementary School 3505 Taylor Rd. 

Source:  Placer County GIS 
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Figure D.2. Town  of Loom is Critical Facilities  
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Natural Resources 

The Town of Loomis has a variety of natural resources of value to the community: 

 Three sensitive plant communities:  Oak Woodland and Savannah, Riparian and Stream 

habitat, and Wetlands. 

 No vernal pools within the Town limits, but several just outside. 

 One special status animal species known to occur: the Valley Elderbery longhorn Beetle. 

 One special status animal species with the potential to occur based on habitat and behavioral 

patterns:  Cooperôs Hawk, Black-Shouldered Kite, and Western Pond Turtle. 

Historic Resources 

The Town of Loomis does not have any registered federal historic sites. 

Although Loomis does not have any sites on the National Register, there are several assets within 

Loomis that define the community and represent the Townôs history. Some of the historical sites 

of importance to Loomis are listed below.  

 Blue Goose (American Fruit Co.) - 3550 Taylor Road 

 High Hand- Loomis Fruit Growers Assoc ï 3750 Taylor Road 

 New Town Hall of Loomis- was Bank of Loomis -3665 Horseshoe Bar Road 

 Bradley House- on Barton Road 

 Barton Rd. below Wells- Wells Fargo Stage stop- partial cobblestone wall 

 Main Drug- built 1912 ï 3685 Taylor Road 

 Nelthorpes ï 3650 Taylor Road 

 Christiansenôs which was Law Brothers ï Taylor Road 

 Horseshoe Bar Grill which was many different stores- 3645 Taylor Road 

 Congregational Church/Koininia on Magnolia Street 

 Loomis Mutual- 5827 Horseshoe Bar- flooring and G-Day Donut building. 

 Most structures on Taylor Road between Walnut St. and Horseshoe Bar- all rebuilt shortly 

after 1915 fire. 

 Nute/Barton Road house was built in 1891.  

 Crossley/Turner cabin/barn- still upright were born way earlier than that 

Economic Assets 

Loomis has a small employment base, with the largest employers in the office and retail sectors.  

Loss of any of these employers would have an impact on employment opportunities within the 

Town and loss of associated tax revenue. 

Growth and Development Trends 

Since 1990, Loomisô population has increased by nearly 13 percent from 5,705 people to 6,427, 

based on 2000 Census data.  However, Loomis is one of two cities within the County that 
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demonstrated negative population growth between 1999 and 2003. Loomisô growth rate is 

significantly lower than Placer Countyôs growth which is estimated at 31 percent.  In comparison 

to other cities in the County, Loomis has not experienced the same growth and thus has been able 

to retain a small town atmosphere. 

Sacramento Council of Governments (SACOG) is responsible for determining future housing 

needs for a six county region, which includes Placer County. Based on SACOGôs Regional 

Housing Needs Determination report for the 2001-2008 period, Loomisô state housing allocation 

is 493 units.  This amounts to about 86 units built per year. Historically, Loomis has permitted 20 

to 25 units per year.  

The 2006 Housing Element provides a description of land use designations and there respective 

percentages of the Loomis Planning Area, an inventory of vacant land, and the development 

capacity of high density parcels greater than 0.5 acres, as shown in Figures D.3, D.4, and D.5 

that follow. 

Figure  D.3 Town of Loomis General Plan Land Use Designations  
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Figure D.4 Town  of Loomis Vacant Land Inventory  

 

Figure D.5 Town of Loomis Development Capacit y of High Density Parcels Ó 0.5 Acres 

 

Figure D.6 on the following page illustrates those areas in Loomis that are either proposed or 

approved for new subdivisions and multi-family housing projects. 



 

Placer County (Loomis) FINAL  Annex D.12 

Local Hazard Mitigation Plan 
April 2010 

Figure D.6. Town  of Loomis : Proposed and Approved Subdiv isions (5 or more lots) and 

Multi -Family Housing Projects  
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More general information on growth and development in Placer County as a whole can be found 

in ñGrowth and Development Trendsò in Section 4.3.1 Placer County Vulnerability and Assets at 

Risk of the main plan. 

D.3.2 Estimating Potential Losses  

Table D.6 above shows Loomisô exposure to hazards in terms of number and value of total 

structures. Placer County assessorôs data was used to calculate the improved value of parcels. 

Generally, the most vulnerable structures are those in the floodplain or WUI areas, unreinforced 

masonry buildings, and buildings built prior to the introduction of modern day building codes. 

Impacts of past events and vulnerability to specific hazards are further discussed below (see 

Section 4.1 Hazard Identification for more detailed information about these hazards and their 

impacts on Placer County). 

Flood 

Loomis is traversed by several stream systems and is at risk to both the 100-year flood as well as 

to localized stormwater flooding. The Safety Element of Loomisô General Plan notes that 

flooding has been a minor hazard because of the Townôs relatively elevated location compared to 

downstream localities. However, the 1998 Flood Insurance Rate Map does identify portions of 

Loomis that could be inundated in the event of 100- and 500-year floods from several creeks that 

flow through the Town (Antelope Creek, Secret Ravine, and Sucker Creek and their tributaries).  

Local drainage problems exist because of inadequately-sized culverts and bridges that impede 

high water flows, including culverts under Interstate 80; the Horseshoe Bar Road crossing over 

Secret Ravine; the railroad and Taylor Road crossing of Sucker Ravine; and crossings of 

Antelope Creek and its tributaries.  In the 1995 floods, local flooding did cause damage to the 

floors of a few buildings.  Most recently, the 2005 New Years Eve flooding created significant 

problems in various areas of the Town. 

Values at Risk 

The Town of Loomis uses FEMAôs Flood Insurance Rate Map (FIRM) information to assess 

flood risk (100- and 500-year flood) and infrastructure mitigation. Based on analysis of FIRM 

map information and Placer County Assessorôs data, Tables D.6 and D.7 summarize the values at 

risk in the Townôs floodplain. Table D.6 shows the count and improved value of parcels that fall 

in the 100-year flood zone, 500-year flood zone, and Zone X (all remaining areas outside of 100-

year and 500-year floodplains) by property type.  
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Table D.6. Count and Improved Value of  Parcels in Floodplain by Type of Flood ðTown of 

Loomis  

  100-year flood 500-year flood Zone X 

Property Type # of 
parcels 

structure value # of 
parcels 

structure value # of 
parcels 

structure value 

Agriculture - - - - 2  $0 

Commercial 1 $0 - - 143  $53,709,020 

Industrial - - - - 122  $33,702,117 

Miscellaneous 9 $0 2 $0 342  $2,247,399 

Open Space - - - - 7  $306,000 

Residential 93 $14,569,675 30 $4,172,806 2,179  $400,990,480 

Total 103 $14,569,675 32 $4,172,806 2,795  $490,955,016 

Sources: 2007 Certified Roll Values, Placer County Assessorôs Office; Digital Flood Insurance Rate Map Placer County,  

California and Incorporated Areas, 2007, FEMA 

Based on this analysis, the Town of Loomis has moderate risk to 100-year and larger floods. 

Residential parcels have the highest scale of risk, accounting for 93 of the 103 total parcels and 

100 percent of the structure value potentially affected by a 100-year flood. Table D.7 shows the 

number of parcels, structure value, contents value and total loss estimate for a 100-year flood, 

500-year flood, and 100- and 500-year flood zones combined. The loss estimate is derived by 

assuming 20 percent of total value (structure value plus contents value) will be lost in the event 

of flooding impacts. 

Table D.7. Placer County Fl ood Loss Estimates ðTown of Loomis  

  Parcels Structure Value Estimated Contents Value  Total Value Loss Estimate 

100-year flood 103 $14,569,675 $7,284,838 $21,854,513 $4,370,903 

500-year flood 32 $4,172,806 $2,086,403 $6,259,209 $1,251,842 

Total 135 $18,742,481 $9,371,241 $28,113,722 $5,622,744 

Sources: 2007 Certified Roll Values, Placer County Assessorôs Office; Digital Flood Insurance Rate Map Placer County,  

California and Incorporated Areas, 2007, FEMA 

The analysis in Table D.7 shows that the majority of potential losses in the Town of Loomis are 

likely to occur in the 100-year flood zone, the zone with the highest probability of flooding 

occurrence. Applying the 20 percent damage factor as described in Section 4.3.2, there is a 1 

percent chance in any given year of a 100-year flood causing roughly $4.3 million in damage in 

the Town of Loomis. The additional damage caused by a 500-year flood (.2 percent chance in 

any given year) is $1.2 million. Limitations of this model may include structures in the 

floodplains that are elevated at or above the level of the base-flood elevation, which will likely 

mitigate flood damage. Also, the assessed values are well below the actual market values. Thus, 

the actual value of assets at risk may be significantly higher than those included herein. 

Following the methodology described in Section 4.3.2 Vulnerability of Placer County to Specific 
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Hazards and in Table 4.38, Figure D.7 on the following page shows potentially affected areas in 

the Town of Loomis as a result of 100-year or 500-year floods.  
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Figure D .7. Town of Loomis ô 100- and 500-Year Floodplains  
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Population at Risk  

Based on information from HAZUS-MH (Census 2000) and the digital flood insurance rate map, 

the Town of Loomis has 255 persons residing in 100-year flood zones, or 4.1 percent of the 

Townôs population. An additional 80 persons reside in the 500-year floodplain, or roughly 1.3 

percent of the Townôs population. 

Critical Facilities at Risk 

Critical facilities are those community components that are most needed to withstand the impacts 

of disaster as previously described. There are no critical facilities located in either the 100- or 

500-year floodplains. 

Insurance Coverage, Claims Paid, and Repetitive Losses 

The Town of Loomis joined the National Flood Insurance Program (NFIP) on December 29, 

1986. The Town does not participate in CRS. Table D.8 identifies the existing FIRM maps 

within the Town limits.  A more detailed description and summary of the flood zones is provided 

in Section 4.3.2 of the base plan in Table 4.38.  

Table D.8. FIRMs for NFIP Community #06061C0 ðTown of Loomis  

Map Number Effective Date 

06061C0412F 06/08/1998 

06061C0414F 06/08/1998 

06061C0416F 06/08/1998 

06061C0418F 06/08/1998 

06061C0481G 11/21/2001 

06061CINDO 11/21/2001 

Source: FEMA 

NFIP Insurance data indicates that as of October 30, 2007, there were 68 flood insurance policies 

in force in the Town with $16,116,200 of coverage.  Of the 68 policies, 63 were residential and 5 

were nonresidential; 31 of the policies were in A zones (the remaining 37 were in B, C, and X 

zones).  The GIS parcel analysis detailed above identified 103 parcels in the 100-year flood zone.  

31 policies for 103 parcels in the 100 year floodplain equates to insurance coverage of 30.1 

percent. 

There have been 10 historical claims for flood losses totaling $362,690; seven of these were for 

policies located in the A zones and 3 were associated with standard policies located in B, C, or X 

zones. 9 of these were for pre-FIRM structures; 1 was for a post-FIRM structure.  NFIP data 

further indicates that there are four repetitive loss (RL) buildings, with three RL buildings being 

insured. There have been a total of 8 RL losses, with 6 insured RL losses.  Three of the four RL 
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buildings are located within the 100- and 500-year floodplain and the other one RL building is 

located outside the 100-and 500-year floodplain in the B, C, or X zones. 

Localized Flooding/Severe Weather Areas 

Flooding and other issues caused by severe weather events-primarily heavy rains and 

thunderstorms-can often pose a risk to the community.  Primary concerns include impacts to 

infrastructure which provides a means of ingress and egress throughout the community. The 

Safety Element of the General Plan describes the localized flooding problem in Loomis as 

detailed below. 

Inadequately-sized culverts and bridges can create impediments to the passage of high water 

flow in streams and gullies. Undersized infrastructure typically results in short-term back-ups 

behind the culvert or bridge, with pooling water in such areas, in effect, an unintended detention 

basin. Areas of potential concern in Loomis could include culverts under Interstate 80; the 

Horseshoe Bar Road crossing over Secret Ravine; the railroad and Taylor Road crossing of 

Sucker Ravine; and various crossings of Antelope Creek and its tributaries, at King Road, Sierra 

College Boulevard, and Del Mar Road. Various culverts and storm drains throughout the Town 

are also subject to potential flooding in the event that they become clogged with debris during 

heavy rains.  

The Town of Loomis Specific Plan EIR identifies drainage problems associated with the culvert 

under the southbound freeway ramp of Interstate 80 into a poorly maintained swale near South 

Walnut Street. Other similar deficiencies are likely elsewhere, though none have been 

specifically identified in the available literature. During the heavy rain season of 1995, localized 

flooding was experienced on some low-lying properties near Secret Ravine and Antelope Creek, 

causing floor damage in some cases. In general, flooding occurred because of downstream 

blockages within flood channels or culverts. 

Flood maintenance is an ongoing problem throughout Placer County. In Loomis, many of the 

major drainages are located on private property, and the Town generally does not have access to 

conduct maintenance operations to keep channels clear of debris. There is no clear responsibility 

regarding maintenance of drainages on private property (Town or property owners), though 

newer developments are required to include easements to facilitate maintenance. Nevertheless, 

this does not address existing deficiencies, which are experienced throughout the community. 

Table D.9 identifies known and past occurrences of localized flooding areas and the associated 

problems encountered.  Localized problems include flooding, washouts, sink holes, and downed 

trees.  Many of the localized flood issues are associated with stormwater runoff and are discussed 

in detail the Town of Loomisô Drainage Master Plan Update, December 2007. This list is an 

initial inventory of key problem areas and is not intended to be a complete inventory of all 

problems and locations associated with severe weather events and localized flooding in the Town 

of Loomis. 
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Table D.9. Town of Loomis Localized  Flooding Problem Areas  

Area Name Flooding 

Pavement 

Deterioration Washout 

High 

Water  

Landslide/ 

Mudslide 

Sink 

Hole 

Downed 

Trees 

Brace Road  X      X 

Brace Road Bridge X      X 

King Road Bridge X   X    

Saunders Avenue  X X    X 

Del Mar Avenue X X    X  

Secret Ravine        

Rutherford Road       X 

Sierra College Blvd.       X 

Sunrise Loomis Park       X 

Humprey Road X X X     

Magnolia/South Holly X       

Circle Drive X       

Sierra College 

Boulevard @ 

Antelope Creek 

X       

Sierra College 

Boulevard @ 

Bankhead (Sucker 

Ravine) 

X       

King Road @ Lucky 

Lane (Antelope 

Creek)  

X       

King Road @ 

Humphery (Sucker 

Ravine) 

X       

Humphery Road @ 

both bridges near 

Town Limit 

X       

Rachael Lane @ 

PCWA Canal Inlet 

X       

Sun Knoll Drive @ 

PCWA Canal outlet 

X       

Horseshoe Bar Road 

@ Secret Ravine 

X       

Brace Road @ 

Secret Ravine 

X       

Wells Avenue @ 

Rickety Rack 

(Boardman Canal) 

X       
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Area Name Flooding 

Pavement 

Deterioration Washout 

High 

Water  

Landslide/ 

Mudslide 

Sink 

Hole 

Downed 

Trees 

Barton Road @ 

Shambaugh 

(Boardman Canal) 

X       

Sparas Concrete 

lined ditch, @Kathy 

Way, Arcadia & 

Sparas 

X       

Oak Street / 

Magnolia Street 

X       

Source: Town of Loomis 

Severe Weather: Heavy Rain/Thunderstorm/Hail/Lightning 

According to historical hazard data, severe weather is an annual occurrence in the Town of 

Loomis. Damage and disaster declarations related to severe weather have occurred and can be 

expected to occur in the future. Heavy rain and thunderstorms are the most frequent type of 

severe weather occurrence in the area. Wind and lightning often accompany these storms and 

have caused damage in the past. Problems associated with the primary effects of severe weather 

include flooding, pavement deterioration, washouts, high water crossings, landslide/mudslides, 

debris flows, and downed trees.  Table D.9 presented above in the discussion of the flood hazard 

details those areas within the Town that are most often affected during these heavy storm events. 

Wildfire 

According to the Safety Element of the General Plan, two types of fires are of concern to the 

Town of Loomis:  wildland (including wildland urban interface) fires and structural fires. The 

topography, climate, and vegetation of Loomis are conducive to the spread of wildland fires.  It 

contains extensive grasslands and oak woodlands in rolling terrain. The area is subject to hot, dry 

summers, with frequent wind gusts. However, prolonged summer heat spells often induce the 

delta breeze, a moist, cooling wind that temporarily reduces the high fire hazard condition 

common during the summer months.  

Although small grass fires are common in the planning area, they have historically been limited 

in size by prompt emergency response. In 2002 the town was impacted by the Sierra Fire which 

burned 900 acres, including six structures. More than 100 homes were evacuated and over 1,000 

homes were threatened in both Loomis and Granite Bay. The structural fire hazard, caused 

largely by human activities, is greatest in areas containing older buildings that do not meet 

current building codes. 

Following the methodology described in Section 4.3.2 Vulnerability of Placer County to Specific 

Hazards, a wildfire map for the Town of Loomis was created (see Figure D.8).  Wildfire threat 

within the town is predominately moderate with a small area along the middle of the Townôs 

western boundary being a high wildfire threat. 
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Figure  D.8. Town of Loomis Wildfire Threat  

 


